SPECIFIC REQUIREMENTS

Al ID: 122793 - Title V General Permit
Activity Number: PER20040001
Permit Number: General Permit
Air - Title V General Permit Initial

Al122793

1 Emissions of smoke which pass onto or across a public road and create a traffic hazard by impairment of visibility as defined in LAC 33:111.111 or intensify an existing traffic
hazard condition are prohibited. [LAC 33:111.1103]

2 Outdoor burning of waste material or other combustible material is prohibited. [LAC 33:111.1109.B]

3 Emissions of particulate matter which pass onto or across a public road and create a traffic hazard by impairment of visibility or intensify an existing traffic hazard condition are
prohibited. [LAC 33:111.1303.B]

4 Maintain best practical housekeeping and maintenance practices at the highest possible standards to reduce the quantity of organic compounds emissions. Good housekeeping
shall include, but not be limited to, the practiceslisted in LAC 33:111.2113.A.1-5. [LAC 33:111.2113.A]

5 Nonhalogenated hydrocarbon burning: Temperature >= 1300 F (704 degrees C) for 0.3 second or greater in a direct-flame afterburner or an equally effective device which
achieves aremoval efficiency of 95 percent or greater, as determined in accordance with LAC 33:111.2115.J.1, or if emissions are reduced to 50 ppm by volume, whichever isless
stringent. [LAC 33:111.2115.A]

Which Months: All Year Statistical Basis: None specified

6 Nonhalogenated hydrocarbon burning: Temperature >= 1600 F (870 degrees C) for 0.5 seconds or greater in a direct-flame afterburner or thermal incinerator. Other devices will
be accepted provided 98 percent or greater VOC destruction or removal efficiency can be demonstrated, as determined in accordance with LAC 33:111.2115.J.1, or if emissions
are reduced to 20 ppm by volume, whichever isless stringent. [LAC 33:111.2115.B]

Which Months: All Year Statistical Basis: None specified

7 Nonhalogenated hydrocarbon burning: Temperature >= 1600 F (870 degrees C) for 0.5 seconds or greater in a direct-flame afterburner or thermal incinerator. Other devices will
be accepted provided 98 percent or greater VOC destruction or removal efficiency can be demonstrated, as determined in accordance with LAC 33:111.2115.J.1, or if emissions
are reduced to 20 ppm by volume, whichever isless stringent. [LAC 33:111.2115.C]

Which Months: All Year Statistical Basis: None specified

8 Nonhalogenated hydrocarbon burning: Temperature >= 1600 F (870 degrees C) for 0.5 seconds or greater in a direct-flame afterburner or thermal incinerator. Other devices will
be accepted provided 98 percent or greater VOC destruction or removal efficiency can be demonstrated, as determined in accordance with LAC 33:111.2115.J.1, or if emissions
are reduced to 20 ppm by volume, whichever isless stringent. [LAC 33:111.2115.D]

Which Months: All Year Statistical Basis: None specified
9 VOC, Total <=0.12 kg/1000 kg of product from the material recovery section. [LAC 33:111.2115.E]

Which Months: All Year Statistical Basis: None specified

10 Halogenated hydrocarbons, total >= 95 % removal efficiency as determined in accordance with LAC 33:111.2115.J.1, by combustion or other methods specified in LAC
33:111.2115.G. If combusted, reduce the halogenated products of combustion to an emission level acceptable to DEQ. [LAC 33:111.2115.F]
Which Months: All Year Statistical Basis: None specified

11 Determine compliance with LAC 33:111.2115.A through G by applying the test methods specified in LAC 33:111.2115.1.1 through 5, as appropriate. [LAC 33:111.2115.1]

12 Demonstrate compliance with LAC 33:111.2115 as requested by DEQ. [LAC 33:111.2115.J.1]

13 Install and maintain monitors to accurately measure and record operational parameters of all required control devices as necessary to ensure the proper functioning of those
devices in accordance with design specifications. Monitor and record at a minimum the parameterslisted in LAC 33:111.2115.J.2.athrough e. [LAC 33:111.2115.J.2]

14 Comply with LAC 33:111.2115 as soon as practicable but in no event later than August 20, 2003. Comply with the requirements of LAC 33:111.2115 as soon as practicable, but in
no event later than one year from the promulgation of the regulation revision, if subject to LAC 33:111.2115 as aresult of arevision of LAC 33:111.2115. [LAC 33:111.2115.]]

15 Equipment/operational data recordkeeping by electronic or hard copy at the regulation's specified frequency. Maintain the records specified in LAC 33:111.2115.K.1 through K.3.

Maintain records on the premises for at least two years and make such information available to representatives of the Louisiana Department of Environmental Quality and the

Environmental Protection Agency upon request. [LAC 33:111.2115.K]
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16 Failure to pay the prescribed application fee or annual fee as provided herein, within 90 days after the due date, will constitute a violation of these regulations and shall subject
the person to applicable enforcement actions under the Louisiana Environmental Quality Act including, but not limited to, revocation or suspension of the applicable permit,
license, registration, or variance. [LAC 33:111.219]

17 Do not fire an affected point source with Number 6 Fuel Oil or perform testing of emergency and training combustion units without prior approval of DEQ on aday that is
designated as an Ozone Action Day by DEQ. [LAC 33:111.2201.D.9]

18 Establish an emission factor for each applicable affected point source such that if each affected point sources was operated at its averaging capacity, the cumulative emission
factor in pounds NOx/MMBtu from all point sourcesin the averaging group would not exceed the facility-wide emission factor. Use the equationsin LAC 33:111.2201.E.ato
calculate the cumulative emission rate and the facility-wide emission factor. [LAC 33:111.2201.E.1.4]

19 Include in the submitted plan a description of the actions that will be taken if any under-controlled unit is operated at more than 10 percent above its averaging capacity. [LAC
33:111.2201.E.1.d]

20 Equipment/operational data recordkeeping by electronic or hard copy continuously. Carry out recordkeeping that includes, but is not limited to, a record of the data on which the
determination of each point source's hourly, daily, or 30-day, as appropriate, compliance with the facility-wide averaging plan is based. [LAC 33:111.2201.E.1.i]

21 Comply with the facility-wide averaging plan as approved by DEQ. [LAC 33:111.2201.E.1]

22 Submit arequest for approval to use afacility-wide averaging plan, that includes the details of the plan, to DEQ either separately or with the permit application or in the optional
compliance plan described in LAC 33:111.2201.F.7. [LAC 33:111.2201.E.1]

23 Perform NOx emissions testing for all point sources that are subject to the emission limitations of LAC 33:111.2201.D or used in one of the aternative plans of LAC
33:111.2201.E, as specified in LAC 33:111.2201.G.2 through G.7. Test results must demonstrate that actual NOx emissions are in compliance with the appropriate limits of LAC
33:111.Chapter 22. Also measure CO, SO2, PM10, and VOC if modifications could cause an increase in emissions of any of these compounds. [LAC 33:111.2201.G.2]

24 Submit report: Due annually, by the 1st of July. Submit ammonia emissions resulting from the operation of aNOx control equipment system in accordance with LAC
33:111.5107.A. [LAC 33:111.2201.1.5]

25 Modify and/or install and bring into normal operation NOx control equipment and/or NOx monitoring systemsin accordance with LAC 33:111.Chapter 22 as expeditioudy as
possible, but by no later than May 1, 2005, except as provided in LAC 33:111.2202. [LAC 33:111.2201.J.1]

26 Complete al initial compliance testing, specified by LAC 33:111.2201.G, for equipment modified with NOXx reduction controls or a NOx monitoring system to meet the provisions
of LAC 33:111.Chapter 22 within 60 days of achieving normal production rate or after the end of the shake down period, but in no event later than 180 days after initial start-up,
except as provided in LAC 33:111.2202. [LAC 33:111.2201.J.2]

27 Complete required testing to demonstrate the performance of existing, unmodified equipment in atimely manner, but by no later than November 1, 2005, except as provided in
LAC 33:111.2202. [LAC 33:111.2201.J.2]

28 Comply with applicable emission factorsin Table B-1 of LAC33:111.2202.B as expeditioudly as possible, but not later than two years after determination and notification by the
EPA in accordance with LAC33:111.2202.A. [LAC 33:111.2202.C.1]

29 Complete required testing to demonstrate the performance of existing, unmodified equipment in atimely manner, but by no later than 30 months after determination and
notification by the EPA in accordance with LAC33:111.2202.A. [LAC 33:111.2202.C.2]

30 Discharges of odorous substances at or beyond property lines which cause a perceived odor intensity of six or greater on the specified eight point butanol scale as determined by
Method 41 of LAC 33:111.2901.G are prohibited. [LAC 33:111.2901.D]

31 If requested to monitor for odor intensity, take and transport samplesin a manner which minimizes alteration of the samples either by contamination or loss of material. Evaluate
all samples as soon after collection as possible in accordance with the procedures set forth in LAC 33:111.2901.G. [LAC 33:111.2901.F]
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32 Equipment/operational data<=_appropriate units. Noncompliance with this limitation is a reportable violation of the permit. Notify the Office of Environmental Compliance,
Enforcement Division if XXXXXXXXXXXXXXXXXXXXXXXXXXXXXX exceeds the maximum listed in this specific condition for any twelve consecutive month period. [LAC
33:111.501.C.6]

Which Months: All Year Statistical Basis: None specified

33 Equipment/operational data monitored by technically sound method continuoudly. [LAC 33:111.501.C.6]
Which Months: All Year Statistical Basis: None specified

34 Equipment/operational data recordkeeping by electronic or hard copy monthly. Keep records of the total XXXXXXXXXXXXXXXXXXXXXXX each month, as well as the total
XXXXXXXXXXXXXXXXX for the last twelve months. Make records available for inspection by DEQ personnel. [LAC 33:111.501.C.6]

35 Submit report: Due annually, by the 31st of March. Report the xxxxxxxxxxxxxxxxxxx for the preceding calendar year to the Office of Environmental Compliance, Enforcement
Division. [LAC 33:111.501.C.6]

36 Do not construct or modify any stationary source subject to any standard set forth in LAC 33:111.Chapter 51.Subchapter A without first obtaining written authorization from DEQ
in accordance with LAC 33:111.Chapter 51.Subchapter A, after the effective date of the standard. [LAC 33:111.5105.A.1]

37 Do not cause aviolation of any ambient air standard listed in LAC 33:111.Table 51.2, unless operating in accordance with LAC 33:111.5109. [LAC 33:111.5105.A.2]

38 Do not build, erect, install, or use any article, machine, equipment, process, or method, the use of which conceals an emission that would otherwise constitute a violation of an
applicable standard. [LAC 33:111.5105.A.3]

39 Do not fail to keep records, notify, report or revise reports as required under LAC 33:111.Chapter 51.Subchapter A. [LAC 33:111.5105.A.4]

40 Submit initial annual emissions report (TEDI) to DEQ within 180 days of December 20, 1991. Identify the quantity of emissions of toxic air pollutants listed in Table 51.1 for the
calendar year 1991. [LAC 33:111.5107.A.1]

41 Submit Annual Emissions Report (TEDI): Due annually, by the 1st of July, to the Office of Environmental Assessment, Environmental Evaluation Division in aform specified by
the department. Identify the quantity of emissionsin the previous calendar year for any toxic air pollutant listed in Table 51.1 or Table 51.3. [LAC 33:111.5107.A.2]

42 Include a certification statement with initial and subsequent annual emission reports and revisions to any emission report to attest that the information contained in the emission
report istrue, accurate, and complete, and signed by aresponsible official, as defined in LAC 33:111.502. Include the full name of the responsible official, title, signature, date of
signature and phone number of the responsible official. The certification statement shall read: "I certify, under penalty of perjury, that the emissions data provided is accurate to
the best of my knowledge, information, and belief, and | understand that submitting false or misleading information will expose me to prosecution under state regulations.” [LAC
33:111.5107.A.3]

43 Submit notification: Due to the Department of Public Safety 24-hour Louisiana Emergency Hazardous Materials Hotline at (225) 925-6595 immediately, but no later than 1
hour, after any discharge of atoxic air pollutant into the atmosphere which results or threatensto result in an emergency condition (a condition which could reasonably be
expected to endanger the health and safety of the public, cause significant adverse impact to the land, water or air environment, or cause severe damage to property). [LAC
33:111.5107.B.1]

44 Submit notification: Due to the Office of Environmental Compliance no later than 24 hours after the beginning of any unauthorized discharge into the atmosphere of atoxic air
pollutant as a result of bypassing an emission control device, where the emission control bypass was not the result of an upset, except as provided in LAC 33:111.5107.B.6. Notify
by telephone at (225) 763-3908 during office hours, (225) 342-1234 after hours, weekends, and holidays, or by email utilizing the Incident Report Form and procedures found at
www.deq.state.la.us/surveillance. [LAC 33:111.5107.B.2]

45 Submit notification: Due to the Office of Environmental Compliance immediately, but in no case later than 24 hours after any unauthorized discharge of atoxic air pollutant into
the atmosphere which does not cause an emergency condition, the rate or quantity of which isin excess of that allowed by permit, compliance schedule, or variance, or for upset
events that exceed the reportable quantity in LAC 33:1.3931, except as provided in LAC 33:111.5107.B.6. Notify by telephone at (225) 763-3908 during office hours, (225) 342-
1234 after hours, weekends, and holidays, or by email utilizing the Incident Report Form and procedures found at www.deq.state.la.us/surveillance. [LAC 33:111.5107.B.3]
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46 Submit written report: Due within seven calendar days of learning of any such discharge or equipment bypass as referred to in LAC 33:111.5107.B.1 through 3. Submit report to
the Office of Environmental Compliance by certified mail. Include the information specified in LAC 33:111.5107.B.4.a.i through viii. [LAC 33:111.5107.B.4]

47 Report al discharges to the atmosphere of atoxic air pollutant from a safety relief device, aline or vessal rupture, a sudden equipment failure, or a bypass of an emission control
device, regardless of quantity, in the annual emissions report and where otherwise specified. Include the identity of the source, the date and time of the discharge, and the
approximeate total loss during the discharge. [LAC 33:111.5107.B.5]

48 Submit to DEQ a compliance plan for achieving compliance with the ambient air standard(s), in accordance with LAC 33:111.5109.D. Include the elements listed under LAC
33:111.5109.E. [LAC 33:111.5109.B.1]

49 Submit to DEQ a certification of compliance with all ambient air standards, in accordance with LAC 33:111.5109.D. Include the elements listed under LAC 33:111.5109.E. [LAC
33:111.5109.B.2]

50 Achieve compliance with ambient air standards unless it can be demonstrated to the satisfaction of DEQ that compliance with an ambient air standard would be economically
infeasible; that emissions could not reasonably be expected to pose athreat to public health or the environment; and that emissions would be controlled to alevel that is
Maximum Achievable Control Technology. [LAC 33:111.5109.B.3]

51 Determine the status of compliance, beyond the property line, with applicable ambient air standardslisted in LAC 33:111.5112.Table 51.2. [LAC 33:111.5109.B]

52 Develop a standard operating procedure (SOP) within 120 days after achieving or demonstrating compliance with the standards specified in LAC 33:111.Chapter 51. Detail in the
SOP all operating procedures or parameters established to ensure that compliance with the applicable standards is maintained and address operating procedures for any
monitoring system in place, specifying procedures to ensure compliance with LAC 33:111.5113.C.5. Make a written copy of the SOP available on site or at an aternate approved
location for inspection by DEQ. Provide a copy of the SOP within 30 days upon request by the department. [LAC 33:111.5109.C]

53 Obtain a Louisiana Air Permit in accordance with LAC 33:111.5111.B and C and in accordance with LAC 33:1.1701, before commencement of the construction of any new
source. [LAC 33:111.5111.A.1]

54 Obtain a permit modification in accordance with LAC 33:111.5111.B and C before commencement of any modification not specified in a compliance plan submitted under LAC
33:111.5109.D, if the modification will result in an increase in emissions of any toxic air pollutant or will create anew point source. [LAC 33:111.5111.A.2.8]

55 Obtain written authorization from DEQ before commencement of any modification specified in a compliance plan submitted pursuant to LAC 33:111.5109. [LAC 33:111.5111.A.3]

56 Submit letter: Due to the Office of Environmental Services, Permits Division concurrently with the submittal of the compliance plan. Indicate that the necessary permit
modification (or new permit if no existing permit isin place) will be applied for by a date specified in the compliance schedule and request written authorization to construct; or,
Submit permit application: Due to the Office of Environmental Services, Permits Division in accordance with LAC 33:111.5111.B, concurrently with the submittal of the
compliance plan. [LAC 33:111.5111.A.3]

57 Apply for a permit in accordance with LAC 33:111.5111.B, for any existing major source which is operating without a Louisiana Air Permit, or which is not fully permitted, or for
any minor source that was once a major source. [LAC 33:111.5111.A.4]

58 Do not commence construction or modification of any major source without first obtaining written authorization from DEQ, as specified. [LAC 33:111.5111.A]

59 Submit notification in writing: Due to the Office of Environmental Compliance, Surveillance Division not more than 60 days nor less than 30 days prior to initia start-up.
Submit the anticipated date of theinitial start-up. [LAC 33:111.5113.A.1]

60 Submit notification in writing: Due to the Office of Environmental Compliance, Surveillance Division within 10 working days after the actual date of initial start-up of the
source. Submit the actual date of initial start-up of the source. [LAC 33:111.5113.A.2]

61 Ensurethat all testing done to determine the emission of toxic air pollutants, upon request by the department, is conducted by qualified personnel. [LAC 33:111.5113.B.1]

62 Submit test results: Due in writing to the Office of Environmental Assessment, Environmental Technology Division within 45 days after completion of the test. Submit test
results signed by the person responsible for the test. [LAC 33:111.5113.B.1]

63 Conduct emission tests as set forth in accordance with Test Methods of 40 CFR, parts 60, 61, and 63 or in accordance with aternative test methods approved by DEQ. [LAC
33:111.5113.B.2]
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64 Provide necessary sampling and testing facilities, exclusive of instruments and sensing devices, as needed to properly determine the emission of toxic air pollutants, upon request
of the department. [LAC 33:111.5113.B.3]

65 Provide emission testing facilities as specified in LAC 33:111.5113.B.4.athrough e. [LAC 33:111.5113.B.4]

66 Anayze samples and determine emissions within 30 days after each emission test has been completed. [LAC 33:111.5113.B.5]

67 Submit certified letter: Due to the Office of Environmental Assessment, Environmental Technology Division before the close of business on the 45th day following the
completion of the emission test. Report the determinations of the emission test. [LAC 33:111.5113.B.5]

68 Equipment/operational data recordkeeping by electronic or hard copy upon each occurrence of emissionstesting. Retain records of emission test results and other data needed to
determine emissions. Retained records at the source, or at an alternate location approved by DEQ for a minimum of two years, and make available upon request for inspection by
DEQ. [LAC 33:111.5113.B.6]

69 Submit notification: Due to the Office of Environmental Assessment, Environmental Technology Division at least 30 days before the emission test. Submit notification of
emission test to allow DEQ the opportunity to have an observer present during the test. [LAC 33:111.5113.B.7]

70 Maintain and operate each monitoring system in a manner consistent with good air pollution control practices for minimizing emissions. Repair or adjust any breakdown or
malfunction of the monitoring system as soon as practicable after its occurrence. [LAC 33:111.5113.C.1]

71 Conduct performance evaluation of the monitoring system when required at any other time requested by DEQ. [LAC 33:111.5113.C.2]

72 Submit performance evaluation report: Due to the Office of Environmental Assessment, Environmental Technology Division within 60 days of the monitoring system
performance evaluation. [LAC 33:111.5113.C.2]

73 Submit notification in writing: Due to the Office of Environmental Assessment, Environmental Technology Division at least 30 days before a performance evaluation of the
monitoring systemisto begin. [LAC 33:111.5113.C.2]

74 Install amonitoring system on each effluent or on the combined effluent, when monitoring is required and the effluents from a single source, or from two or more sources subject
to the same emission standards, are combined before being released to the atmosphere. If two or more sources are not subject to the same emission standards, install a separate
monitoring system on each effluent, unless otherwise specified. If the applicable standard is a mass emission standard and the effluent from one source is released to the
atmosphere through more than one point, install a monitoring system at each emission point unless DEQ approves the installation of fewer systems. [LAC 33:111.5113.C.3]

75 Evaluate the performance of continuous monitoring systems, upon request by DEQ, in accordance with the requirements and procedures contained in the applicable performance
specification of 40 CFR Part 60, appendix B. [LAC 33:111.5113.C.5.4]

76 Submit report: Dueto DEQ within 60 days of the performance evaluation of the CMS, if requested. Furnish DEQ with two or more copies of awritten report of the test results
within 60 days. [LAC 33:111.5113.C.5.9]

77 Install al continuous monitoring systems or monitoring devices to make representative measurements under variable process or operating parameters, if required to install a
CMS. [LAC 33:111.5113.C.5.d]

78 Collect and reduce all data as specified in LAC 33:111.5113.C.5.e.i and i, if required to install a CMS. [LAC 33:111.5113.C.5.€]

79 Submit plan: Due to the Office of Environmental Assessment, Environmental Technology Division within 90 days after DEQ requests either the initial plan or an updated plan, if
required by DEQ to install a continuous monitoring system. Submit for approval a plan describing the affected sources and the methods for ensuring compliance with the
continuous monitoring system. [LAC 33:111.5113.C.5]

80 Maintain records of monitoring data, monitoring system calibration checks, and the occurrence and duration of any period during which the monitoring system is malfunctioning
or inoperative. Maintain these records at the source, or at an alternative location approved by DEQ, for a minimum of three years and make available, upon request, for
inspection by DEQ. [LAC 33:111.5113.C.7]

81 Anindividual or company contracted to perform a demolition or renovation activity which disturbs RACM must be recognized by the Licensing Board for Contractors to perform
asbestos abatement, and shall meet the requirements of LAC 33:111.5151.F.2 and F.3 for each demolition or renovation activity. [LAC 33:111.5151.F.1.]
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82 Submit initial emissions inventory report: Due to the Department of Environmental Quality on or before October 1, 1994. Submit on aform or in an electronic format specified
by the department and include the information specified in LAC 33:111.5307.A.1 through 7. [LAC 33:111.5307.A]

83 Submit Emission Inventory (El)/Annual Emissions Statement: Due annually, by the 1st of July to the Department of Environmental Quality, Office of Environmental Services,
Permits Division. Include the information in LAC 33:111.5307.A for the preceding calendar year. [LAC 33:111.5307.B]

84 Activate the preplanned abatement strategy listed in LAC 33:111.5611.Table 5 when the administrative authority declares an Air Pollution Alert. [LAC 33:111.5609.A.1.b]

85 Activate the preplanned strategy listed in LAC 33:111.5611.Table 6 when the administrative authority declares an Air Pollution Warning. [LAC 33:111.5609.A.2.b]

86 Adctivate the preplanned abatement strategy listed in LAC 33:111.5611.Table 7 when the administrative authority declares an Air Pollution Emergency. [LAC 33:111.5609.A.3.b]

87 Prepare standby plans for the reduction of emissions during periods of Air Pollution Alert, Air Pollution Warning and Air Pollution Emergency. Design standby plans to reduce
or eliminate emissions in accordance with the objectives as set forth in LAC 33:111.5611.Tables 5, 6, and 7. [LAC 33:111.5609.A]

88 Submit standby plan for the reduction or elimination of emissions during an Air Pollution Alert, Air Pollution Warning, or Air Pollution Emergency: Due within 30 days after
requested by the administrative authority. [LAC 33:111.5611.A]

89 During an Air Pollution Alert, Air Pollution Warning or Air Pollution Emergency, make the standby plan available on the premises to any person authorized by the department to
enforce these regulations. [LAC 33:111.5611.B]

90 Comply with the provisionsin 40 CFR 68, except as specified in LAC 33:111.5901. [LAC 33:111.5901.A]

91 Identify hazards that may result from accidental releases of the substances listed in 40 CFR 68.130, Table 59.0 of LAC 33:111.5907, or Table 59.1of LAC 33:111.5913 using
appropriate hazard assessment techniques, design and maintain a safe facility, and minimize the off-site consequences of accidental releases of such substances that do occur.
[LAC 33:111.5907]

92 Submit registration: Due January 31, 1998, or within 60 days after the source becomes subject to LAC 33:111.Chapter 59, whichever islater. Include the information listed in
LAC 33:111.5911.B, and submit to the Department of Environmental Quality, Office of Environmental Compliance, Surveillance Division. [LAC 33:111.5911.A]

93 Submit amended registration: Due to the Department of Environmental Quality, Office of Environmental Compliance, Surveillance Division within 60 days after the information
in the submitted registration is no longer accurate. [LAC 33:111.5911.C]

94 Submit Emission Inventory (El)/Annual Emissions Statement: Due annually, by the 31st of March for the period January 1 to December 31 of the previous year. Submit
emission inventory datain the format specified by the Office of Environmental Assessment, Environmental Evaluation Division. Include all data applicable to the emissions
source(s), as specified in LAC 33:111.919.A-D. [LAC 33:111.919.D]

95 All affected facilities shall comply with all applicable provisionsin 40 CFR 60 Subpart A. [40 CFR 60]

96 Provide DEQ with written notice of intention to demolish or renovate prior to performing activities to which 40 CFR 61 Subpart M applies. Delivery of the notice by U.S. Postal
Service, commercia delivery service, or hand delivery is acceptable. [40 CFR 61.145(b)(1)]

97 Do notingtall or reinstall on afacility component any insulating materials that contain commercial ashestos if the materials are either molded and friable or wet-applied and
friable after drying. Subpart M. [40 CFR 61.148]

98 Determine compliance with 40 CFR 61 Subpart FF using the test methods and procedures specified in 40 CFR 61.355(a) through (i), as applicable. Subpart FF. [40 CFR 61.355]

99 Equipment/operational data recordkeeping by electronic or hard copy continuously Maintain records as specified in 40 CFR 61.356(a) through (n). Maintain each record in a
readily accessible location at the facility site for a period not less than two years from the date the information is recorded unless otherwise specified. Subpart FF. [40 CFR
61.356]

100 Submit report: Due within 90 days after January 7, 1993. Submit areport that summarizes the regulatory status of each waste stream subject to 40 CFR 61.342 and is determined
by the procedures specified in 40 CFR 61.355(c) to contain benzene. Include the information specified in 40 CFR 61.357(a)(1) through (8)(4). If thereis no benzene onsitein
wastes, products, by-products, or intermediates, submit aninitial report that is a statement to this effect. Subpart FF. [40 CFR 61.357(a)]
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101 Submit report: Due by initial startup. Submit areport that summarizes the regulatory status of each waste stream subject to 40 CFR 61.342 and is determined by the procedures
specified in 40 CFR 61.355(c) to contain benzene. Include the information specified in 40 CFR 61.357(a)(1) through (a)(4). If there is no benzene onsite in wastes, products, by-
products, or intermediates, submit an initia report that is a statement to this effect. Subpart FF. [40 CFR 61.357(8)]

102 Submit report: Due whenever there is a change in the process generating the waste stream that could cause the total annual benzene quantity from facility waste to increase to 1
Mg/yr (1.1 ton/yr) or more. Submit updates to the information listed in 40 CFR 61.357(a)(1) through (a)(3). Subpart FF. [40 CFR 61.357(b)]

103 Submit report: Due annually and whenever there is a change in the process generating the waste stream that could cause the total annual benzene quantity from facility waste to
increase to 10 Mg/yr (11 ton/yr) or more. Submit updates to the information specified in 40 CFR 61.357(a)(1) through (a)(3) or, if the information in 40 CFR 61.357(a)(1)
through (3) is not changed in the following year, a statement to that effect. Subpart FF. [40 CFR 61.357(c)]

104 Submit report: Due within 90 days after January 7, 1993. Submit a certification that the equipment necessary to comply with 40 CFR 61 Subpart FF has been installed and that
the required initial inspections or tests have been carried out in accordance with 40 CFR 61 Subpart FF. Subpart FF. [40 CFR 61.357(d)(1)]

105 Submit report: Due by the date of initial startup. Submit a certification that the equipment necessary to comply with 40 CFR 61 Subpart FF has been installed and that the
required initial inspections or tests have been carried out in accordance with 40 CFR 61 Subpart FF. Subpart FF. [40 CFR 61.357(d)(1)]

106 Submit report: Due annually, beginning on the date that equipment necessary to comply with 40 CFR 61 Subpart FF has been certified in accordance with 40 CFR 61.357(d)(1).
Submit updates to the information listed in 40 CFR 61.357(a)(1) through (a)(3) or, if the information in 40 CFR 61.357(a)(1) through (3) is not changed in the following year, a
statement to that effect. Subpart FF. [40 CFR 61.357(d)(2)]

107 Submit report: Due quarterly, beginning three months after the date that the equipment necessary to comply with 40 CFR 61 Subpart FF has been certified in accordance with 40
CFR 61.357(d)(1). Submit acertification that all of the required inspections have been carried out in accordance with the requirements of 40 CFR 61 Subpart FF. Subpart FF.
[40 CFR 61.357(d)(6)]

108 Submit report: Due quarterly, beginning three months after the date that the equipment necessary to comply with 40 CFR 61 Subpart FF has been certified in accordance with 40
CFR 61.357(d)(1). Include the information specified in 40 CFR 61.357(d)(7)(i) through (d)(7)(v). Subpart FF. [40 CFR 61.357(d)(7)]

109 Submit report: Due annually, beginning one year after the date that the equipment necessary to comply with 40 CFR 61 Subpart FF has been certified in accordance with 40 CFR
61.357(d)(1). Submit areport that summarizes al inspections required by 40 CFR 61.342 through 61.354 during which detectable emissions are measured or a problem that
could result in benzene emissions isidentified, including information about the repairs or corrective action taken. Subpart FF. [40 CFR 61.357(d)(8)]

110 All affected facilities shall comply with all applicable provisionsin 40 CFR 61 Subpart A. [40 CFR 61]

111 Throughput recordkeeping by electronic or hard copy annually. Maintain records of the annual facility natural gas throughput. Upon request, submit these records to DEQ.
Subpart HHH. [40 CFR 63.1270(a)(3)]

112 Achieve compliance with 40 CFR 63 Subpart HHH no later than June 17, 2002, except as provided for in 40 CFR 63.6(i). Subpart HHH. [40 CFR 63.1270(d)(1)]

113 Achieve compliance with 40 CFR 63 Subpart HHH 3 years after becoming a major source. Subpart HHH. [40 CFR 63.1270(d)(1)]

114 Achieve compliance with 40 CFR 63 Subpart HHH immediately upon initial startup or June 17, 1999, whichever date islater. Subpart HHH. [40 CFR 63.1270(d)(2)]

115 Achieve compliance with 40 CFR 63 Subpart HHH immediately upon becoming a major source. Subpart HHH. [40 CFR 63.1270(d)(2)]

116 Do not shut down items of equipment that are required or utilized for compliance with the provisions of 40 CFR 63 Subpart HHH during times when emissions are being routed
to such items of equipment, if the shutdown would contravene requirements applicable to such items of equipment. Subpart HHH. [40 CFR 63.1272(b)]

117 During startups, shutdowns, and malfunctions, implement measures to prevent or minimize excess emissions to the maximum extent practical in accordance with the applicable
startup, shutdown, and malfunction plan. Subpart HHH. [40 CFR 63.1272(c)]

118 Prepare a startup, shutdown, or malfunction plan as required by 40 CFR 63.6(€)(3), except as provided in 40 CFR 63.1272(¢€). Keep the plan on record as required by 40 CFR
63.6(e)(3)(v). Subpart HHH. [40 CFR 63.1272(d)]

119 Equipment/operational data recordkeeping by electronic or hard copy at the regulation's specified frequency. Maintain the records specified in 40 CFR 63.1284(b) through (e).
Subpart HHH. [40 CFR 63.1284]
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120 Submit Initial Notification: Due one year after becoming subject to the provisions of 40 CFR 63 Subpart HHH or by June 17, 2000, whichever is later, as required by 40 CFR
63.9(b)(2). Subpart HHH. [40 CFR 63.1285(b)(1)]

121 Submit performance evaluation date: Due as specified in 40 CFR 63.8(€)(2), if required by DEQ to conduct a performance evaluation for a continuous monitoring system. A
separate notification of performance evaluation is not required if it isincluded in theinitial notification submitted in accordance with 40 CFR 63.1285(b)(1). Subpart HHH. [40
CFR 63.1285(b)(2)]

122 Submit performance test planned date: Due at least 60 days before the test, in accordance with 40 CFR 63.7(b). A separate notification of the performance test is not required if
itisincluded in theinitia notification submitted in accordance with 40 CFR 63.1285(b)(1). Subpart HHH. [40 CFR 63.1285(b)(3)]

123 Submit the site-specific test plan required by 40 CFR 63.7(c) with the notification of performance test, if requested by DEQ. Subpart HHH. [40 CFR 63.1285(b)(3)]

124 Submit Startup, Shutdown, Mafunction report: Due as required, as specified in 40 CFR 63.10(d)(5). Subpart HHH. [40 CFR 63.1285(b)(6)]

125 Submit Notification of Compliance Status. Due within 180 days after the compliance date specified in 40 CFR 63.1270(d), as required under 40 CFR 63.9(h). Include the
information required under 40 CFR 63.9(h) and 40 CFR 63.1285(d)(1) through (d)(10), as specified. Subpart HHH. [40 CFR 63.1285(d)]

126 Submit Periodic Report: Due semiannually, beginning 60 calendar days after the end of the applicable reporting period. Submit the first report no later than 240 days after the
date the Notification of Compliance Status Report isdue. Include the information specified in 40 CFR 63.1285(€)(2)(i) through (€)(2)(ix). Subpart HHH. [40 CFR 63.1285(¢e)]

127 Submit report: Due 180 days after a process change or a change in any of the information submitted in the Notification of Compliance Status report is made, or as part of the next
Periodic Report, whichever is sooner. Include the information specified in 40 CFR 63.1285(f)(1) through (f)(4). Subpart HHH. [40 CFR 63.1285(f)]

128 Throughput recordkeeping by electronic or hard copy annually. Maintain records of the annual facility natural gas or hydrocarbon liquid throughput. Upon request, submit these
recordsto DEQ. Subpart HH. [40 CFR 63.760(a)(1)(ii)]

129 Achieve compliance with 40 CFR 63 Subpart HH no later than June 17, 2002, except as provided for in 40 CFR 63.6(i). Subpart HH. [40 CFR 63.760(f)(1)]

130 Achieve compliance with 40 CFR 63 Subpart HH 3 years after becoming a major source. Subpart HH. [40 CFR 63.760(f)(1)]

131 Achieve compliance with 40 CFR 63 Subpart HH immediately upon initial startup or June 17, 1999, whichever dateislater. Subpart HH. [40 CFR 63.760(f)(2)]

132 Achieve compliance with 40 CFR 63 Subpart HH immediately upon becoming a major source. Subpart HH. [40 CFR 63.760(f)(2)]

133 Do not shut down items of equipment that are required or utilized for compliance with the provisions of 40 CFR 63 Subpart HH during times when emissions are being routed to
such items of equipment, if the shutdown would contravene requirements applicable to such items of equipment. Subpart HH. [40 CFR 63.762(b)]

134 During startups, shutdowns, and malfunctions, implement measures to prevent or minimize excess emissions to the maximum extent practical in accordance with the applicable
startup, shutdown, and malfunction plan. Subpart HH. [40 CFR 63.762(c)]

135 Prepare a startup, shutdown, and malfunction plan as required in 40 CFR 63.6(€)(3), except as provided in 40 CFR 63.762(e). Keep the plan on record as required by 40 CFR
63.6(€)(3)(v). Subpart HH. [40 CFR 63.762(d)]

136 Equipment/operational data recordkeeping by electronic or hard copy at the regulation's specified frequency. Maintain the records specified in 40 CFR 63.774(b) through (€).
Subpart HH. [40 CFR 63.774]

137 Submit Initial Notification: Due one year after becoming subject to the provisions of 40 CFR 63 Subpart HH or by June 17, 2000, whichever is later, as required by 40 CFR
63.9(b)(2). Subpart HH. [40 CFR 63.775(b)(1)]

138 Submit performance evaluation date: Due as specified in 40 CFR 63.8(€)(2), if required by DEQ to conduct a performance evaluation for a continuous monitoring system. A
separate notification of performance evaluation is not required if it isincluded in theinitial notification submitted in accordance with 40 CFR 63.775(b)(1). Subpart HH. [40
CFR 63.775(b)(2)]

139 Submit performance test planned date: Due at least 60 days before the test, in accordance with 40 CFR 63.7(b). A separate notification of the performance test is not required if
itisincluded in theinitial notification submitted in accordance with 40 CFR 63.775(b)(1). Subpart HH. [40 CFR 63.775(b)(3)]

140 Submit the site-specific test plan required by 40 CFR 63.7(c) with the notification of performance test, if requested by DEQ. Subpart HH. [40 CFR 63.775(b)(3)]
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141 Submit Notification of Compliance Status: Due within 180 days after the compliance date specified in 40 CFR 63.760(f), as required under 40 CFR 63.9(h). Include the
information required under 40 CFR 63.9(h) and 40 CFR 63.775(d)(1) through (d)(12), as specified. Subpart HH. [40 CFR 63.775(d)]

142 Submit Periodic Report: Due semiannually, beginning 60 calendar days after the end of the applicable reporting period. Submit the first report no later than 240 days after the
date the Notification of Compliance Status Report isdue. Include the information specified in 40 CFR 63.775(e)(2)(i) through (€)(2)(x). Subpart HH. [40 CFR 63.775(€)]

143 Submit report: Due 180 days after a process change or a change in any of the information submitted in the Notification of Compliance Status report is made, or as part of the next
Periodic Report, whichever is sooner. Include the information specified in 40 CFR 63.775(f)(1) through (f)(4). Subpart HH. [40 CFR 63.775(f)]

144 All affected facilities shall comply with al applicable provisionsin 40 CFR 63 Subpart A as delineated in Table xx of 40 CFR 63 Subpart xx. [40 CFR 63]

145 Submit Title V permit application for renewal: Due 180 calendar days before permit expiration date. [40 CFR 70.5(a)(2)(iii)]

146 Submit Title V monitoring results report: Due semiannually, by March 31st and September 30th for the preceding periods encompassing July through December and January
through June, respectively. Submit reports to the Office of Environmental Compliance, Surveillance Division. Certify reports by a responsible company official. Clearly
identify all instances of deviations from permitted monitoring requirements. For previously reported deviations, in lieu of attaching the individual deviation reports, clearly
reference the communication(s)/correspondence(s) constituting the prior report, including the date the prior report was submitted. [40 CFR 70.6(a)(3)(iii)(A)]

147 Submit Title V excess emissions report: Due quarterly, by June 30, September 30, December 31, March 31. Submit reports of al permit deviations to the Office of
Environmental Compliance, Surveillance Division. Certify al reports by aresponsible official in accordance with 40 CFR 70.5(d). The reports submitted on March 31 and
September 30 may be consolidated with the semi-annual reports required by 40 CFR 70.6(a)(3)(iii)(A) aslong as the report clearly indicates thisand all required information is
included and clearly delineated in the consolidated report. [40 CFR 70.6(a)(3)(iii)(B)]

148 Submit Title V compliance certification: Due annually, by the 31st of March. Submit to the Office of Environmental Compliance, Surveillance Division. [40 CFR 70.6(c)(5)(iv)]

149 Comply with the standards for recycling and emissions reduction pursuant to 40 CFR Part 82, Subpart F, except as provided for Motor Vehicle Air Conditioners (MVACS) in
Subpart B. [40 CFR 82.Subpart F|

EQT001 Control Device - Boiler

150 Opacity <= 20 percent, except during the cleaning of afire box or building of a new fire, soot blowing or lancing, charging of an incinerator, equipment changes, ash removal or
rapping of precipitators, which may have an opacity in excess of 20 percent for not more than one six-minute period in any 60 consecutive minutes. [LAC 33:111.1101.B]
Which Months: All Year Statistical Basis: None specified

151 Opacity <= 20 percent, except during the cleaning of afire box or building of a new fire, soot blowing or lancing, charging of an incinerator, equipment changes, ash removal or

rapping of precipitators, which may have an opacity in excess of 20 percent for not more than one six-minute period in any 60 consecutive minutes (Complies by using sweet
natural gasasfuel). [LAC 33:111.1101.B]

Which Months: All Year Statistical Basis: None specified

152 Prevent particulate matter from becoming airborne by taking all reasonable precautions. These precautions shall include, but not be limited to, those specified in LAC
33:111.1305.1-7. [LAC 33:111.1305]

153 Tota suspended particulate <= 0.6 Ib/MMBTU of heat input. [LAC 33:111.1313.C]
Which Months: All Year Statistical Basis: None specified

154 Tota suspended particulate <= 0.6 Ib/MMBTU of heat input (Complies by using sweet natural gas as fuel). [LAC 33:111.1313.C]
Which Months: All Year Statistical Basis: None specified

155 Equipment/operational data recordkeeping by electronic or hard copy continuously. Record and keep on site for at least two years the data required to demonstrate exemption
from the provisions of LAC 33:111.Chapter 15. Record all emissions data in the units of the standard using the averaging time of the standard. Make records available to a
representative of DEQ or the U.S. EPA on request. [LAC 33:111.1513]
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156 Nonhal ogenated hydrocarbon burning: Temperature >= 1300 F (704 degrees C) for 0.3 second or greater in a direct-flame afterburner or an equally effective device which
achieves aremoval efficiency of 95 percent or greater, as determined in accordance with LAC 33:111.2115.J.1, or if emissions are reduced to 50 ppm by volume, whichever is less
stringent. [LAC 33:111.2115.A]

Which Months: All Year Statistical Basis: None specified

157 Nonhalogenated hydrocarbon burning: Temperature >= 1600 F (870 degrees C) for 0.5 seconds or greater in a direct-flame afterburner or thermal incinerator. Other devices will
be accepted provided 98 percent or greater VOC destruction or removal efficiency can be demonstrated, as determined in accordance with LAC 33:111.2115.J.1, or if emissions
are reduced to 20 ppm by volume, whichever isless stringent. [LAC 33:111.2115.B]

Which Months: All Year Statistical Basis: None specified

158 Nonhal ogenated hydrocarbon burning: Temperature >= 1600 F (870 degrees C) for 0.5 seconds or greater in a direct-flame afterburner or thermal incinerator. Other devices will
be accepted provided 98 percent or greater VOC destruction or removal efficiency can be demonstrated, as determined in accordance with LAC 33:111.2115.J.1, or if emissions
are reduced to 20 ppm by volume, whichever isless stringent. [LAC 33:111.2115.C]

Which Months: All Year Statistical Basis: None specified

159 Nonhal ogenated hydrocarbon burning: Temperature >= 1600 F (870 degrees C) for 0.5 seconds or greater in a direct-flame afterburner or thermal incinerator. Other devices will
be accepted provided 98 percent or greater VOC destruction or removal efficiency can be demonstrated, as determined in accordance with LAC 33:111.2115.J.1, or if emissions
are reduced to 20 ppm by volume, whichever isless stringent. [LAC 33:111.2115.D]

Which Months: All Year Statistical Basis: None specified

160 VOC, Tota <= 0.12 kg/1000 kg of product from the material recovery section. [LAC 33:111.2115.E]
Which Months: All Year Statistical Basis: None specified

161 Halogenated hydrocarbons, total >= 95 % removal efficiency as determined in accordance with LAC 33:111.2115.J.1, by combustion or other methods specified in LAC
33:111.2115.G. If combusted, reduce the halogenated products of combustion to an emission level acceptable to DEQ. [LAC 33:111.2115.F]

Which Months: All Year Statistical Basis: None specified
162 Determine compliance with LAC 33:111.2115.A through G by applying the test methods specified in LAC 33:111.2115.1.1 through 5, as appropriate. [LAC 33:111.2115.1]
163 Demonstrate compliance with LAC 33:111.2115 as requested by DEQ. [LAC 33:111.2115.J.1]

164 Install and maintain monitors to accurately measure and record operational parameters of all required control devices as necessary to ensure the proper functioning of those
devicesin accordance with design specifications. Monitor and record at a minimum the parameterslisted in LAC 33:111.2115.J.2.athrough e. [LAC 33:111.2115.J.2]

165 Comply with LAC 33:111.2115 as soon as practicable but in no event later than August 20, 2003. Comply with the requirements of LAC 33:111.2115 as soon as practicable, but in
no event later than one year from the promulgation of the regulation revision, if subject to LAC 33:111.2115 as aresult of arevision of LAC 33:111.2115. [LAC 33:111.2115.]]

166 Equipment/operational data recordkeeping by electronic or hard copy at the regulation's specified frequency. Maintain the records specified in LAC 33:111.2115.K.1 through K.3.

Maintain records on the premises for at least two years and make such information available to representatives of the Louisiana Department of Environmental Quality and the
Environmental Protection Agency upon request. [LAC 33:111.2115.K]

167 Equipment/operational data recordkeeping by electronic or hard copy as needed. Maintain records to demonstrate that the criteria are being met for any exemption claimed.
Maintain records on the premises for at least two years and make such information available to representatives of the Louisiana Department of Environmental Quality and the
Environmental Protection Agency upon request. [LAC 33:111.2115.K]

168 Nitrogen oxides<=_Ib/MMBTU. [LAC 33:111.2201.D.1]

Which Months: May-Sep  Statistical Basis: Thirty-day rolling average
169 Nitrogen oxides <=_tons/day. [LAC 33:111.2201.D]
Which Months: May-Sep  Statistical Basis: Thirty-day rolling average

170 Nitrogen oxides monitored by technically sound method continuously. [LAC 33:111.2201.D]

Which Months: May-Sep  Statistical Basis: Thirty-day rolling average
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171 Demonstrate compliance with the facility-wide averaging plan using either the method in LAC 33:111.2201.E.1.b.i or the method in LAC 33:111.2201.E.1.b.ii. [LAC
33:111.2201.E.1.b]

172 Demonstrate compliance with the facility-wide averaging plan using either the method in LAC 33:111.2201.E.1.c.i or the method in LAC 33:111.2201.E.1.c.ii. [LAC
33:111.2201.E.1.c]

173 Fuel monitored by totalizer continuously. Monitor fuel usage with atotalizing fuel meter. [LAC 33:111.2201.H.1.a.]

Which Months: May-Sep  Statistical Basis: None specified

174 Fuel monitored by totalizer continuously. Monitor gas and/or liquid fuel usage with atotalizing fuel meter. Provide belt scales or an equivalent device for coal-fired boilers.

[LAC 33:111.2201.H.1.b.i]
Which Months: May-Sep  Statistical Basis: None specified

175 Oxygen monitored by the regulation's specified method(s) continuously. Monitor oxygen concentration with an oxygen monitor. [LAC 33:111.2201.H.1.b.ii]
Which Months: May-Sep  Statistical Basis: None specified

176 Diluent - either Oxygen or Carbon dioxide monitored by the regulation's specified method(s) continuously. Monitor oxygen or carbon dioxide with a diluent monitor that meets
all of the requirements of performance specification 3 of 40 CFR 60, Appendix B. [LAC 33:111.2201.H.1.b.ii]
Which Months: May-Sep  Statistical Basis: None specified

177 Implement procedures to operate the boiler within the fuel and oxygen limits established during the initial compliance run in accordance with LAC 33:111.2201.G to continuously
demonstrate compliance with the NOx limits of LAC 33:111.2201.D or E. [LAC 33:111.2201.H.1.b.iii]

178 Nitrogen oxides monitored by continuous emission monitor (CEM) continuously to demonstrate continuous compliance with the NOx emission factors of LAC 33:111.2201.D or
E. Ensurethat the CEMS meets all of the requirements of 40 CFR Part 60.13 and performance specification 2 of 40 CFR 60, Appendix B, or the requirements of 40 CFR Part 75
for units regulated under the Acid Rain Program. [LAC 33:111.2201.H.1.b.iii]

Which Months: May-Sep  Statistical Basis: None specified

179 Carbon monoxide monitored by the regulation's specified method(s) continuously. Monitor carbon monoxide with a CO monitor that meets all of the requirements of
performance specification 4 of 40 CFR 60, Appendix B. [LAC 33:111.2201.H.1.h.iv]
Which Months: May-Sep  Statistical Basis: None specified

180 Nitrogen oxides monitored by the regulation's specified method(s) continuously. Predict NOx for each affected point source using a PEMS. Certify the PEM S while operating
on primary boiler fuel and, separately, on any alternative fuel. [LAC 33:111.2201.H.1.b.v]
Which Months: May-Sep  Statistical Basis: None specified

181 Diluent - either Oxygen or Carbon dioxide monitored by the regulation's specified method(s) continuously. Predict diluent (either oxygen or carbon dioxide) for each affected
point source using a PEM S or a monitor for diluent according to LAC 33:111.2201.H.1.b.ii or similar aternative method approved by DEQ. If usingaPEMS, certify the PEMS
while operating on primary boiler fuel and, separately, on any aternative fuel. [LAC 33:111.2201.H.1.b.v]

Which Months: May-Sep  Statistical Basis: None specified

182 Carbon monoxide monitored by the regulation's specified method(s) continuously. Predict CO for each affected point source using a PEMS. Certify the PEMS while operating
on primary boiler fuel and, separately, on any alternative fuel. [LAC 33:111.2201.H.1.b.v]
Which Months: May-Sep  Statistical Basis: None specified

183 Test NOx emissions after each occurrence of catalyst replacement. Maintain documentation on-site, if practical, of the date, the person doing the test, and the test results. Make
documentation available for inspection upon request. [LAC 33:111.2201.H.10]

184 Fuel recordkeeping by totalizing meter continuously. Record the fuel input for each affected point source during each ozone season. [LAC 33:111.2201.H.11]

185 Fuel monitored by totalizer continuously. Monitor fuel input using atotalizing fuel meter. [LAC 33:111.2201.H.11]

Which Months: May-Sep  Statistical Basis: None specified
186 Submit notification: Due to DEQ within seven daysif the BT U-per-ozone season limit is exceeded. [LAC 33:111.2201.H.11]
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187 Submit permit modification: Due within 90 days after receipt of notification from DEQ of the loss of exemption due to exceedance of the BT U-per-ozone season limit. Submit a
permit modification detailing how to meet the applicable emission factor as soon as possible, but no later than 24 months, after exceeding the limit. Include a schedule of
increments of progress for the installation and operation of the required control equipment. [LAC 33:111.2201.H.11]

188 Operating time recordkeeping by the regulation's specified method(s) continuously. Record the operating time with a nonresettable, elapsed run-time meter. [LAC
33:111.2201.H.12]

189 Submit notification: Due within seven days if the hours-per-ozone season limit is exceeded. [LAC 33:111.2201.H.12]

190 Submit permit modification: Due within 90 days after receipt of notification from DEQ of the loss of exemption due to exceedance of the hours-per-ozone season limit. Submit a
permit modification detailing how to meet the applicable emission factor as soon as possible, but no later than 24 months, after exceeding the limit. Include a schedule of
increments of progress for the installation and operation of the required control equipment. [LAC 33:111.2201.H.12]

191 Nitrogen oxides monitored by continuous emission monitor (CEM) continuously. [LAC 33:111.2201.H.7]

Which Months: May-Sep  Statistical Basis: None specified

192 Carbon monoxide monitored by the regulation's specified method(s) continuously. Monitor carbon monoxide using a CO monitor. [LAC 33:111.2201.H.7]
Which Months: May-Sep  Statistical Basis: None specified

193 Fuel recordkeeping by electronic or hard copy daily. Record fuel gas composition. [LAC 33:111.2201.H.9]

194 Fuel monitored by the regulation's specified method(s) daily. Analyze the fuel gas composition according to the methods listed in LAC 33:111.2201.G.5.g. [LAC 33:111.2201.H.9]
Which Months: May-Sep  Statistical Basis: None specified

195 Submit Notification: Due at least 30 days prior to any compliance testing conducted under LAC 33:111.2201.G and any CEM S or PEM S performance eval uation conducted under
LAC 33:111.2201.H in order to give DEQ an opportunity to conduct a pretest meeting and observe the emission testing. [LAC 33:111.2201.1.1]

196 Submit test results: Due within 60 days after completing the emission testing required in LAC 33:111.2201.1.1. [LAC 33:111.2201.1.1]

197 Submit report: Due within 90 days of the end of each quarter for any noncompliance of the applicable emission limitations of LAC 33:111.2201.D or E. Include the information
specified in LAC 33:111.2201.1.2.athrough 1.2.d. [LAC 33:111.2201.1.2]

198 Equipment/operational data recordkeeping by electronic or hard copy at the regulation's specified frequency. Maintain records of the information specified in LAC
33:111.2201.1.3 and 1.4 as applicable. [LAC 33:111.2201.1]

199 Nitrogen oxides<=_|b/IMMBTU. [LAC 33:111.2202.B]
Which Months: May-Sep  Statistical Basis: Thirty-day rolling average

200 Equipment/operational data<=_ appropriate units. Noncompliance with thislimitation is a reportable violation of the permit. Notify the Office of Environmental Compliance,
Enforcement Division if XXXXXXXXXXXXXXXXXXXXXXXXXXXXXX exceeds the maximum listed in this specific condition for any twelve consecutive month period. [LAC
33:111.501.C.6]
Which Months: All Year Statistical Basis: None specified

201 Equipment/operational data monitored by technically sound method continuously. [LAC 33:111.501.C.6]
Which Months: All Year Statistical Basis: None specified

202 Equipment/operational data recordkeeping by electronic or hard copy monthly. Keep records of the total XXXXXXXXXXXXXXXXXXXXXXX each month, as well as the total
XXXXXXXXXXXXXXXXX for the last twelve months. Make records available for inspection by DEQ personnel. [LAC 33:111.501.C.6]

203 Submit report: Due annually, by the 31st of March. Report the XXxXxXxxxxxxxxxxxxxxx for the preceding calendar year to the Office of Environmental Compliance, Enforcement
Division. [LAC 33:111.501.C.6]

204 Submit notification: Due at least 30 days prior to performance/emissions test to the Office of Environmental Assessment, Environmental Technology Division, Engineering
Services, to provide the opportunity to conduct a pretest meeting and observe the emission testing. [LAC 33:111.501.C.6]

205 Submit report: Due within 60 days after performance/emissionstest. Submit emissions test results to the Office of Environmental Assessment, Environmental Technology
Division, Engineering Services. [LAC 33:111.501.C.6]
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206 Conduct a performance/emissionstest: Due within 180 days after initial startup (or restart-up after modification), or within 60 days after achieving normal production rate or end
of the shakedown period, whichever isearliest. The stack test's purpose isto demonstrate compliance with the emission limits of this permit. Test methods and procedures shall
be in accordance with New Source Performance Standards, 40 CFR 60, Appendix A, Method 7E - Determination of Nitrogen Oxides Emissions from Stationary Sources, and
Method 10 - Determination of Carbon Monoxide Emissions from Stationary Sources. Use alternate stack test methods only with the prior approval of the Office of
Environmental Assessment, Environmental Technology Division, Engineering Services. Asrequired by LAC 33:111.913, provide necessary sampling portsin stacks or ducts and
such other safe and proper sampling and testing facilities for proper determination of the emission limits. [LAC 33:111.501.C.6]

207 Conduct a performance/emissionstest: Due within 180 days after initial startup (or restart-up after modification), or within 60 days after achieving normal production rate or end
of the shakedown period, whichever isearliest. The stack test's purpose isto demonstrate compliance with the emission limits of this permit. Test methods and procedures shall
be in accordance with New Source Performance Standards, 40 CFR 60, Appendix A, Method 7E - Determination of Nitrogen Oxides Emissions from Stationary Sources, Method
10 - Determination of Carbon Monoxide Emissions from Stationary Sources; Method 6C - Determination of Sulfur Dioxide Emissions From Stationary Sources (Instrumental
Analyzer Procedure); and Method 5 - Determination of Particulate Matter Emissions from Stationary Sources. Use alternate stack test methods only with the prior approval of
the Office of Environmental Assessment, Environmental Technology Division, Engineering Services. Asrequired by LAC 33:111.913, provide necessary sampling portsin stacks
or ducts and such other safe and proper sampling and testing facilities for proper determination of the emission limits. [LAC 33:111.501.C.6]

208 Conduct a performance/emissionstest: Due within 180 days after initial startup (or restart-up after modification), or within 60 days after achieving normal production rate or end
of the shakedown period, whichever isearliest. The stack test's purpose is to demonstrate compliance with the emission limits of this permit. Test methods and procedures shall
be in accordance with New Source Performance Standards, 40 CFR 60, Appendix A, Method 7E - Determination of Nitrogen Oxides Emissions from Stationary Sources, Method
10 - Determination of Carbon Monoxide Emissions from Stationary Sources; Method 25A - Determination of Total Gaseous Organic Concentration using a Flame | onization
Analyzer; and Method 5 - Determination of Particulate Matter Emissions from Stationary Sources. Use alternate stack test methods only with the prior approval of the Office of
Environmental Assessment, Environmental Technology Division, Engineering Services. Asrequired by LAC 33:111.913, provide necessary sampling portsin stacks or ducts and
such other safe and proper sampling and testing facilities for proper determination of the emission limits. [LAC 33:111.501.C.6]

209 Conduct a performance/emissionstest: Due within 180 days after initial startup (or restart-up after modification), or within 60 days after achieving normal production rate or end
of the shakedown period, whichever isearliest. The stack test's purpose is to demonstrate compliance with the emission limits of this permit. Test methods and procedures shall
be in accordance with New Source Performance Standards, 40 CFR 60, Appendix A, Method 7E - Determination of Nitrogen Oxides Emissions from Stationary Sources, Method
10 - Determination of Carbon Monoxide Emissions from Stationary Sources, Method 25A - Determination of Total Gaseous Organic Concentration using a Flame lonization
Analyzer; Method 6C - Determination of Sulfur Dioxide Emissions From Stationary Sources (Instrumental Analyzer Procedure); and Method 5 - Determination of Particulate
Matter Emissions from Stationary Sources. Use alternate stack test methods only with the prior approval of the Office of Environmental Assessment, Environmental Technology
Division, Engineering Services. Asrequired by LAC 33:111.913, provide necessary sampling portsin stacks or ducts and such other safe and proper sampling and testing
facilities for proper determination of the emission limits. [LAC 33:111.501.C.6]

210 Ensurethat all testing done to determine the emission of toxic air pollutants, upon request by the department, is conducted by qualified personnel. [LAC 33:111.5113.B.1]

211 Provide necessary sampling and testing facilities, exclusive of instruments and sensing devices, as needed to properly determine the emission of toxic air pollutants, upon request
of the department. [LAC 33:111.5113.B.3]

212 Provide emission testing facilities as specified in LAC 33:111.5113.B.4.a through e. [LAC 33:111.5113.B 4]

213 Analyze samples and determine emissions within 30 days after each emission test has been completed. [LAC 33:111.5113.B.5]

214 Submit certified letter: Due to the Office of Environmental Assessment, Environmental Technology Division before the close of business on the 45th day following the
completion of the emission test. Report the determinations of the emission test. [LAC 33:111.5113.B.5]

215 Equipment/operational data recordkeeping by electronic or hard copy upon each occurrence of emissionstesting. Retain records of emission test results and other data needed to
determine emissions. Retained records at the source, or at an alternate location approved by DEQ for a minimum of two years, and make available upon request for inspection by
DEQ. [LAC 33:111.5113.B.6]
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216 Submit notification: Due to the Office of Environmental Assessment, Environmental Technology Division at least 30 days before the emission test. Submit notification of
emission test to allow DEQ the opportunity to have an observer present during the test. [LAC 33:111.5113.B.7]

217 Maintain and operate each monitoring system in a manner consistent with good air pollution control practices for minimizing emissions. Repair or adjust any breakdown or
malfunction of the monitoring system as soon as practicable after its occurrence. [LAC 33:111.5113.C.1]

218 Conduct performance evaluation of the monitoring system when required at any other time requested by DEQ. [LAC 33:111.5113.C.2]

219 Closed-vent system: Operate with no detectable emissions as indicated by an instrument reading of less than 500 ppmv above background, as determined initially and thereafter
at least once per year by the methods specified in 40 CFR 61.355(h). Subpart FF. [40 CFR 61.349(a)(1)(i)]

220 Closed-vent system (bypasslines): Flow monitored by flow indicator once every 15 minutes, except as provided in 40 CFR 61.349(a)(1)(ii)(B). Install the flow indicator at the
entrance to any bypass line that could divert the vent stream away from the control device to the atmosphere. Subpart FF. [40 CFR 61.349(a)(2)(ii)]
Which Months: All Year Statistical Basis: None specified

221 Closed-vent system (bypasslines): Flow recordkeeping by electronic or hard copy once every 15 minutes. Subpart FF. [40 CFR 61.349(a)(1)(ii)]

222 Closed-vent system: Ensure that all gauging and sampling devices are gas-tight except when gauging or sampling istaking place. Subpart FF. [40 CFR 61.349(a)(1)(iii)]

223 Total Organic Compounds (TOC) >= 95 % reduction by weight. Subpart FF. [40 CFR 61.349(a)(2)(i)(A)]
Which Months: All Year Statistical Basis: None specified

224 Total Organic Compounds (TOC) <= 20 ppmv (as the sum of the concentrations for individual compounds using Method 18) on adry basis corrected to 3 percent oxygen.
Subpart FF. [40 CFR 61.349(a)(2)(i)(B)]
Which Months: All Year Statistical Basis: None specified

225 Residence time >= 0.5 sec at a minimum temperature of 760 degrees C (1400 degrees F). Subpart FF. [40 CFR 61.349(a)(2)(i)(C)]
Which Months: All Year Statistical Basis: None specified

226 Introduce the vent stream into the flame zone of the boiler or process heater. Subpart FF. [40 CFR 61.349(a)(2)(1)(C)]

227 Operate at al times when waste is placed in the waste management unit vented to the control device except when maintenance or repair of the waste management unit cannot be
completed without a shutdown of the control device. Subpart FF. [40 CFR 61.349(b)]

228 Demonstrate that each control device, except for aflare, achieves the appropriate conditions specified in 40 CFR 61.349(a)(2) using one of methods specified in 40 CFR
61.349(c)(1) and (c)(2). Subpart FF. [40 CFR 61.349(c)]

229 Equipment/operational data monitored by visual inspection/determination once initially and once every quarter thereafter. Include inspection of ductwork and piping and
connections to covers and control devices for evidence of visible defects such as holes in ductwork or piping and loose connections. Subpart FF. [40 CFR 61.349(f)]
Which Months: All Year Statistical Basis: None specified

230 Make afirst effort to repair the closed-vent system and control device as soon as practicable but no later than 5 calendar days after visible defects are observed during an
inspection, or if other problems are identified, or if detectable emissions are measured, except as provided in 40 CFR 61.350. Complete repair no later than 15 calendar days
after the emissions are detected or the visible defect is observed. Subpart FF. [40 CFR 61.349(g)]

231 Temperature monitored by temperature monitoring device continuoudly. Install the temperature sensor at a representative location in the combustion chamber. Subpart FF. [40
CFR 61.354(c)(4)]
Which Months: All Year Statistical Basis: None specified

232 Temperature recordkeeping by recorder continuously. Subpart FF. [40 CFR 61.354(c)(4)]

233 Equipment/operational data monitored by technically sound method continuously. Monitor a parameter that indicates good combustion operating practices are being used.
Subpart FF. [40 CFR 61.354(c)(5)]
Which Months: All Year Statistical Basis: None specified
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234 Equipment/operational data recordkeeping by recorder continuously. Record a parameter that indicates good combustion operating practices are being used. Subpart FF. [40
CFR 61.354(c)(5)]

235 Monitoring data monitored by technically sound method daily. Inspect the data recorded by the monitoring equipment to ensure that the control device is operating properly.
Subpart FF. [40 CFR 61.354(c)]
Which Months: All Year Statistical Basis: None specified

236 Closed-vent system (bypassline): Sea or closure mechanism monitored by visual inspection/determination monthly. Check the position of the valve and the condition of the
car-seal or closure mechanism required under 40 CFR 61.349(a)(1)(ii) to ensure that the valve is maintained in the closed position and the vent stream is not diverted through the
bypassline. Subpart FF. [40 CFR 61.354(f)(1)]
Which Months: All Year Statistical Basis: None specified

237 Closed-vent system (bypassline): Flow monitored by visual inspection/determination daily. Inspect the readings from each flow monitoring device required by 40 CFR
61.349(a)(1)(ii) to check that vapors are being routed to the control device asrequired. Subpart FF. [40 CFR 61.354(f)(2)]
Which Months: All Year Statistical Basis: None specified

238 Pressure monitored by pressure instrument continuously to ensure that the pressure is less than atmospheric pressure. Subpart FF. [40 CFR 61.354(g)]
Which Months: All Year Statistical Basis: None specified

239 Pressure recordkeeping by recorder continuously. Subpart FF. [40 CFR 61.354(g)]

240 Determine compliance with 40 CFR 61 Subpart FF using the test methods and procedures specified in 40 CFR 61.355(a) through (i), as applicable. Subpart FF. [40 CFR 61.355]

241 Equipment/operational data recordkeeping by electronic or hard copy continuously Maintain records as specified in 40 CFR 61.356(a) through (n). Maintain each record in a
readily accessible location at the facility site for a period not less than two years from the date the information is recorded unless otherwise specified. Subpart FF. [40 CFR
61.356]

242 Maintain records as required in 40 CFR 63.10(b)(3). Subpart HHH. [40 CFR 63.1270(f)]

243 Design and operate in accordance with the requirements of 40 CFR 63.1281(d). Subpart HHH. [40 CFR 63.1275(b)(1)(i)]

244 Outlet emissions. Benzene < 0.90 Mg/yr. Subpart HHH. [40 CFR 63.1275(b)(1)(ii)]
Which Months: All Year Statistical Basis: None specified

245 Design and operate in accordance with the requirements of 40 CFR 63.1281(d), exce